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CPR: Dca, -1sb, al, d2

a - Reference Numbers:
002-3007001 S/FTPCat7

Standards and Compliance:
UNE EN 60228

EN 50575

ISO/IEC 11801

EN 50173

S/FTP CAT 7 DATASHEET (SONIEC 671565

RoHS Compliant

* ’
*
MADE N e
* Eu
o F?oHS

* g Xk

Description:
S/FTP cable for digital transmissions up to 1Gb bandwidth. Features individually shielded pairs
(foiled pairs), a tinned copper overall braid, and an orange outer jacket.

COMPLIANT

PHYSICAL CHARACTERISTICS: ELECTRICAL CHARACTERISTICS:

Conductor: Class 1Solid Copper (IEC 60228) Capacitance: At 800 Hz- 43 nF/Km
o Diameter: 0.56 mm (AWG23) Characteristic Impedance: 100 0
Insulation: Foam Polyethylene (FPE) Conductor Resistance: <39.3 0/Km

e Color: Blue, White; Brown, White; Green, White;
Orange, White
e Core Diameter: 1.38 mm

Jacket: LSZH Polyolefin

e Color: Orange
Overall Diameter: 8 mm
Format: Coils or Wooden Drums

FREQUENCY ATTENUATION ACRF/100m RETURN LOSS
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